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Introduction 
 

A hotfix package for Protection and Control IED Manager PCM600 version 2.11 has been 

released. We highly recommend the installation of this hotfix 20220617 when using 

PCM600 version 2.11. 

Please refer next section for more details about improvements and corrections done in the 

hotfix.   

Improvements and corrections 

 

 

 

Improvements and corrections: 

• Fix for cases where communication configuration with SMV did not work as 

expected for certain IED families.  

• Inconsistencies with GOOSE communication after PCM600 project migration 

corrected. 

• Improved robustness of Communication connection. 

• Improved robustness of Update Manager with installed language add-ons.  

https://new.abb.com/medium-voltage/digital-substations/software-products/protection-and-control-ied-manager-pcm600/pcm600-versions
https://new.abb.com/medium-voltage/digital-substations/software-products/protection-and-control-ied-manager-pcm600/pcm600-versions
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• Improved handling of high DPI settings. 

• Improved handling of measurement labels in Graphical Display Editor. 

• Improved robustness in interoperability with third party IEDs. 

• Fix for error scenarios where configuring some IEDs failed when example 

configuration (*.pcmi) option is selected in IED configuration wizard. 

 

 

This hotfix includes also the previously released hotfix for PCM600 version 2.11:  

• PCM600 2.11 Hotfix 20220318.exe 

 

 

The hotfix 20220617 for PCM600 version 2.11 is available via the PCM600 Update 

Manager and PCM600 Product Page. It contains the following file:  

• PCM600 2.11 Hotfix 20220617.exe 

We recommend the installation of this hotfix 20220617 when using PCM600 version 2.11. 

 

For more information, please contact your local ABB representative. 

ABB constantly examines both operational and new software to identify possible faults or 

product improvements, issuing hotfixes where appropriate. We apologize for any 

inconvenience the identified faults have caused.  

Known limitations 
• Avoid using F3 key when working with data grid in PCM600 version 2.11 and hotfixes.    
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