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E U-Baum usterprüfbeschei n i g u ng
Nachtrag 1
Umstellung auf die Richttinie 2014t34tEu

Geräte zur bestimmungsgemäßen Venarendung in explosionsgefährdeten Bereichen
Richtlinie 20141341EU

Nr. der EU-Baumusterprüfbescheinigung: BVS 1S ATEX F 004

Produkt: Motorstarter Typ MSi65-**

Hersteller: ABB STOTZ-KONTAKT GmbH

Anschrift: EppelheimerStraße82,6912gHeidelberg,Deutsch

Dieser Nachtrag erweitert die EG-Ba
die gemäß der Spezifikation in der
wurden. Die Ergänzungen sind in der
festgelegt.
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B Die Zertifizierungsstelle der DEKRA Testing and
Artikel 17 der Richtlinie 2014t34tE1)

N 0,16

26. Februar 2014, bescheinigt,
Sicherheitsanforderungen für die

dass heits.
Ko

Verwendung in explosionsgefäh

@ n(2)GD

DEKRA Testing and Certification GmbH
Bochum, r 2019

Geschäftsführer
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13 Anlage zur

14 EU-Baumusterprüfbescheinigung

BVS 15 ATEX F OO4
Nachtrag 1

15 Beschreibung des Produktes

15.1 Gegenstand und Typ

Motorstarter Typ MS 1 65-.*

15.2 Beschreibung

Mit diesem Nachtrag wird das Zertifikat auf die Richflinie z014t34lEl)
(Erläuterung: Gemäß Artikel 41 der Richtlinie 20141341EU kann auf
gungen für Richtlinie 94l9lEG, die vor dem Stichtag für die Richflinie
ausgestellt wurden, so verwiesen werden, als ob diese gemäß
wurden. Nachträge und neue Ausfertigungen dieser
Originalnummern der Bescheinigungen, die vor dem 20

Grund des Nachtraqs:
Umstellung auf die Richtlinie 201

Geräte für die Strombereiche bis

Prüfung der Gerätereihe
Gebrauchskategorie
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MS165-16

MS165-20

1SAM451000 R 11

1012 14-
MS165-25 1S4M451000R1013 18'25
MS165-32 1S4M451000R1014 23 -32
MS165-42 1 SAM451 000R101 5

MS165-54 1SAM451000R1016 40-54
MS165-65 1SAM45'1000R1017 52-65
MS165-73 1S4M451000R1018 62-73
MS165-80 1 SAM451 000R1 01 I 70-80
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15.3 Kenngrößen

Elektrische Ken ng rößen

Anzahl Pole:

Bemessungsisolationsspannung (Ui):

Bemessungsbetriebsspannung (U"):

Bemessungsbetriebsstrom (le) :

3

1000 v
Hauptstromkreis 690 V AC

je nach Typ der Reihe MS165-**

AC

Hauptstromkreis I kV

10

für jede Baugröße mit jeweiligem Stromeinstellbereich ist eine eigene Kennlinie
Darstellung der Auslösezeit in Abhängigkeit vom x-fachen Nennstrom (dreipolig
entsprechend den Anforderungen des Explosionsschutzes vorhanden.

Stromart:

Bemessungsstoßspannu ngsfestigkeit (Uimp) :

Auslöseklasse:
Die Auslöseklasse ist für alle Baugrößen gleich.

Weitere Kenngrößen

VerschmuLungsgrad:

Schutzgrad Gehäuse:

Anschlussklemmen:

U mgebun gstem peraturberei

Der Umgebungste
Umgebungstem

16 Prüfprotokoll

BVS PP 15.2

17 Besond

Keine

1B

19

Die Zeichnu Unterlagen si

(o*It.^"
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Translation

Change to Directive 20141341EU

Equipment intended for use in potentially explosive atmospheres
Directive 20'l4l34lEU

EU-Type Examination Certificate Number: BVS 15 ATEX F 004

Product: Motor starter type MS165-**

Manufacturer: ABB STOTZ-KONTAKT GmbH

Address: Eppelheimer Straße 82,69123 Heidelberg, Germ

This supplementary certificate extends EC-Type Examination
apply to products designed and constructed in
appendix of the said certificate but having any
certificate and the documents referred to therein.

8 DEKRA Testing and Certification GmbH,
Directive 20141341EU of the
certifies that this product has
relating to the design and
atmospheres given in An nex l
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DEKRA Testing and Certification GmbH
Bochum, 2019-12-04
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Signed: Jörg-Timm Kilisch

Managing Director
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13 Appendix

14 EU-Type Examination Certificate

BVS 15 ATEX F OO4

Supplement 1

15 Product description

15.1 Subject and type

Motor starter type MS165-.*

15.2 Description

with this supplement the certificate is changed to Directive 2o14t34lElJ.
(Annotation: ln accordance with Article 41 of Directive 20141341EU,
Certificates referring to 94/9/EC that were in existence prior to the
20141341EU (20 April 2016) may be referenced as if they
20141341EU. Supplementary Certificates to such EC-
issues of such certificates, may continue to bear
20 April 2016.)

Reason for the supplement:
Change to Directive 20141341EU

Devices for the current ra
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Type Order number Gurrent setting range [Al
MS165-16 1SAM451000R101 1

MS165-20 1S4M451000R1012
MS165-25 1 SAM451 000R101 3
MS165-32 1SAM451000R1014 23-32
MS165-42 1SAM451000R1015 30-42
MS165-54 1S4M451000R1016 40-54
MS165-65 1 SAM451 000R1 01 7 52-65
MS165-73 1 SAM451 000R1 01 B 62-73
MS165-80 1SAM451000R101 I 70-80
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15.3 Parameters

Electrical parameters:

Number of poles:

Rated insulation voltage (Ui):

Rated operational voltage (U")

Rated operational current (1"):

Current type:

Rated impulse withstand voltage (Ui,p):

Tripping class:
The tripping class of all modules is identical

Other parameters:

Degree of pollution:

Utilisation category:

Degree of ingress protection:

Terminals:

Ambient temperature

The ambient tem
tEC/EN 60947-4-1

16 Report Num

BVS PP

Special

None

1

17

18 Essential

19

We confirm the correctness of
ln the case of arbitration only the

DEKRA Testing and Certification GmbH
Bochum, 2019-12-04
BVS-AIh/Ar A20191054

I I
Managing Director
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1000 v
main circuit 690 V AC

Depends on type of series MS165-**,
For each size and its current setting rang
curve is in place; this curve shows the
time in relation to x times the nominal
(three poles / two poles) in compl
requirements of explosion protection

AC

mains circuit 8 kV
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