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Product: Motor Controller


Model: MS132-xxx, MO132-xxx, MS132-xxxK

Intended Service:

Manually operated electric motor controller.


Description:

3-pole, manually operated circuit breakers with overload (only model MS132-xxx and MS132-xxxK), short circuit

and phase failure protection. Additional auxiliary switch modules HKF1-xx/ HKF1-xxK / HK1-xx/ HK1-xxK/CK1-
xx, signal contact modules SK1-xx/ SK1-xxK, undervoltage tripping modules UA1-xxx and over current tripping

modules AA1-xxx.


Rating:

Working Current Range: 0.10 - 32A.

Rated Voltage: 690 AC.

Degree of Protection: IP20.

Ambient air Temperature (Operation):

   - Open – compensated: -25°C to +60°C

   - Open                          : -25°C to +70°C

   - Enclosed(IB132)        : 0°C to +40°C


Service Restriction:

Unit certification is not required for this product. If the manufacturer or purchaser's request an ABS Certificate for

compliance with a specification or standard, the specification or standard, including inspection standards and

tolerances, must be clearly defined.


Comments:

1. The Manufacturer has provided a declaration about the control of, or the lack of Asbestos in this product.

2. Each particular application and the individual set points are to be specifically approved in conjunction with the

relevant system in which the units are being used.


Notes/Drawing/Documentation:

Drawing No. BMP_Testspec_V2_3_05_06_2018, Test Specification for Ship-Approval Tests, Revision: -, Pages: 16

Drawing No. 00901-CB2017CQC-0077946, Test Report, IEC 60947-5-1, 13/12/2017, Shanghai Testing & Inspection

Institute for Electrical Equipment (STIEE), Revision: -, Pages: 71

Drawing No. CN42163, CB Test Certificate, 21 Dec 2017, IEC 60947-5-1, China Quality Certification Centre,

Revision: -, Pages: 1

Drawing No. 00901-CB2017CQC-077947 Test Report, IEC 60947-5-1, Part 5, 13 Dec 2017, Shanghai Testing &

Inspection Institute for Electrical Equipment (STIEE), Revision: -, Pages: 59

Drawing No. CB_HKF1_CN42162, CB Test Certificate No. CN 42162- 21 Dec. 2017, Revision: -, Pages: -
Drawing No. CB_MS132-K_CN42365, CB Test Certificate No. CN42365- Motor Protection Circuit-Breakers,

Revision: -, Pages: -
Drawing No. 00901-CB2017CQC-077432-1, Test Report, IEC 60947-2, Part 2, 29 Dec 2017, Shanghai Testing &

Inspection Institute for Electrical Equipment (STIEE), Revision: -, Pages: 317

Drawing No. 00901-CB2017CQC-077432-2, Test Report, IEC 60947-4-1, Contractors and motor starters, 29 Dec

2017, Shanghai Testing & Inspection for Electrical Equipment (STIEE), Revision: -, Pages: 156

Drawing No. Dielectric_after_Environmental_D2018015, Test Protocol- Dielectric Voltage Withstand Test, Revision:

-, Pages: 1

Drawing No. MS132-K_GW2017001, Test Protocol- Glow Wire Test, Revision: -, Pages: 1

Drawing No. MS132K_BG1_1sam300102_02, DWG- Exploded View Device Comp. MS132-K BG1, Revision: -,

Pages: 1

Drawing No. MS132K_BG1_1sam300102_04, DWG- Exploded View Base-Middle Housing Sub-Asm. MS 132-K

BG1, Revision: -, Pages: 1

Drawing No. MS132K_BG1_1sam300102_05, DWG- Exploded Base Housing Asm. MS132-K BG1, Revision: -,
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Drawing No. MS132K_BG2_1sam300102_01, DWG- Exploded View Device Compl. MS132-K BG2, Revision: -,

Pages: 1

Drawing No. MS132K_BG2_1sam300102_03, DWG- Exploded Base Housing Asm. MS132-K BG2, Revision: -,

Pages: 1

Drawing No. MS132K_BG2_1sam300102_06, DWG- Exploded View Tripping Unit MS132-K, Revision: -, Pages: 1

Drawing No. 18-10034, DAKKS- Test Report, Environmental Test, 5 Jun 2018, paconsult GmbH, Environmental

Testing Laboratory, Revision: -, Pages: 32

Drawing No. Plastics_Datasheet_middel_and_botoom_Housing_MS132-K_Wellamid 6600-PA66-GV20 HWV0CP,

UL Certification No. E63957- Datasheet Middel & Botoom Housing MS132-K_Wellamid 6600-PA66-GV20

HWV0C, Revision: -, Pages: 1

Drawing No. Push-in catalog 1SBC100212C0201, MS132-K Manual Motor Starters with Push-in Spring Terminals,

Revision: -, Pages: 7

Drawing No. Thermal_Tripping_TT2018011, Test Protocol- Thermal Tripping Test, Revision: -, Pages: 1


Terms of Validity:

This Product Design Assessment (PDA) Certificate 19-HG1839610-1-PDA, dated 05/Jun/2019 remains valid until

28/May/2024 or until the Rules or specifications used in the assessment are revised (whichever occurs first).

This PDA is intended for a product to be installed on an ABS classed vessel, MODU or facility which is in existence

or under contract for construction on the date of the ABS Rules or specifications used to evaluate the Product.

Use of the Product on an ABS classed vessel, MODU or facility which is contracted after the validity date of the ABS

Rules and specifications used to evaluate the Product, will require re-evaluation of the PDA.

Use of the Product for non ABS classed vessels, MODUs or facilities is to be to an agreement between the

manufacturer and intended client.

STANDARDS


ABS Rules:

2019 ABS Steel Vessels Rules 1-1-4/7.7, 1-1-A3, 1-1-A4, 4-8-3/1.7, 4-8-3/1.11.1, 4-8-3/1.17, 4-8-3/5.3.3, 4-8-3/5.7.1,

4-8-3/5.7.2, 4-9-8/13.1

2019 ABS Marine Vessels Rules 1-1-4/7.7, 1-1-A3, 1-1-A4, 4-8-3/1.7, 4-8-3/1.11.1, 4-8-3/1.17, 4-8-3/5.3.3, 4-8-
3/5.7.1, 4-8-3/5.7.2, 4-9-9/13.1

2019 ABS Mobile Offshore Drilling Units Rules 1-1-4/9.7, 1-1-A2, 1-1-A3, 4-3-1/11, 4-3-1/15, 4-3-1/17, 6-1-
7/9.15.1, 6-1-7/9.15.2

2019 ABS Mobile Offshore Units Rules 1-1-4/9.7, 1-1-A2, 1-1-A3, 4-3-1/11, 4-3-1/15, 4-3-1/17, 6-1-7/9.15.1, 6-1-
7/9.15.2


National:

NA


International:

IEC/EN 60947-2 Ed. 5.0 (2016)

IEC/EN 60947-5-1 Ed. 4 (2018)


Government:

NA
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EUMED:

NA


OTHERS:


NA
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