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SACE Tmax XT

Connettore posteriore XT2-XT4-XT5 rimovibile

Rear connector XT2-XT4-XT5 plug-in circuit-breaker

Hinterer XT2-XT4-XT5 Steckverbinder fiir Steckbaren Leistungsschalter
Connecteur arriére XT2-XT4-XT5 disjoncteur débrochable

Conector posterior XT2-XT4-XT5 interruptor enchufable
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Example with 12 wire
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XT2 - XT4

XT2 - XT4

only for XT4 V-X
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XT2 - XT4

XT2-XT4 11

10

Example with SOR
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only for XT4 V-X
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XT2 - XT4
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XT2 - XT4
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Ex. with two wires
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Massima tensione ammessa 250V
Maximum voltage allowed 250V
Maximale Spannung erlaubt 250V
Tension maximale autorisée 250V
Tension maxima permitida 250V

Maximum 12 wire
Maximum 12 kabel
Maximum 12 cables
Maximo 12 cables
B2 12MR L

AN VFHE 250V

Massimo 12 cavi



XT2 - XT4
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XT5 - 400/ 630

XT5 19
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Massimo 24 cavi
Maximum 24 wire
Maximum 24 kabel
Maximum 24 cables
Maximo 24 cables
BE241E
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Massima tensione ammessa 250V
Maximum voltage allowed 250V
Maximale Spannung erlaubt 250V
Tension maximale autorisée 250V
Tension maxima permitida 250V
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XT5-400/630
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XT5-400/630
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XT5-400/630
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24 wires

12 wires
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XT5 - 400 / 630
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XT5 - 400 /630
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