
SACE Emax 2

E1.2

Motore M e Contatto di segnalazione molle cariche S33 M/2 - E1.2        
Motor M and Contact for signalling springs loaded S33 M/2 - E1.2 
Motor M und Meldekontakt Federn gespannt S33 M/2 - E1.2
Moteur M et Contact de signalisation ressorts bandes S33 M/2 - E1.2 
Motor M y Contacto de señalizaciòn resortes cargatos S33 M/2 - E1.2 
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https://youtu.be/zpVJloO2jK4


SACE Emax 2 | ABB

1

2 3

F

G

E

H

Only for IV

I

1,5 Nm

4

3

2

5

5

Collegare 
Connect 

 Anschließen
Raccorder 
Conectar

1

J

13.3 lb in

C



4

5

SACE Emax 2 | ABB

6 7

J

APPLY VOLTAGE LABEL

1.5 Nm

F

G

4

3

E

2

1.5 Nm

1

0.8 Nm

H

Only for IV

2 Nm

0.8 Nm

I

7.1 lb in

13.3 lb in

13.3 lb in

7.1 lb in

17.7 lb in



6

ABB S.p.A.
Via Pescaria, 5
24123 Bergamo - Italy
Phone: +39 035 395 111

© Copyright 2013-2019 ABB. All rights reserved. 
www.abb.com

For more information please contact:
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