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Toroide omopolare per il conduttore di terra dell'alimentazione principale - E1.2-E2.2-E4.2-E6.2-XT7M-XT7
Homopolar toroid for the earthing conductor of the main power supply - E1.2-E2.2-E4.2-E6.2-XT7M-XT7
Gleichpoliger Ringkernwandler für den Erdungsleiter der Hauptspeisung - E1.2-E2.2-E4.2-E6.2-XT7M-XT7
Tore homopolaire pour le conducteur de terre de l'alimentation principale - E1.2-E2.2-E4.2-E6.2-XT7M-XT7
Toroidal unipolar para el conductor de tierra de la alimentación principal - E1.2-E2.2-E4.2-E6.2-XT7M-XT7

 - E1.2-E2.2-E4.2-E6.2-XT7M-XT7用于主电源接地导体的同极环
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2 E1.2 - XT7M - XT7 F

E1.2 - XT7M - XT7 F
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6 7 E2.2 W
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E1.2 W

E2.2 F

E1.2 W

A

Inserire i contatti nella parte fissa come
indicato nel documento 1SDH001000R0615

Insert the contacts into the fixed part as 
shown in the document 1SDH001000R0615

Einsetzen der Kontakte in den festen Teil wie in 
dokument  angegeben1SDH001000R0615

Insérez les contacts dans la partie fixe comme 
indiqué dans le document 1SDH001000R0615

Inserte los contactos en la parte fija como se 
muestra en el documento 1SDH001000R0615

1SDH001000R0615将接线端子插入固定部分，参见文档

Inserire i contatti nella parte fissa come indicato nel documento 1SDH001000R0615
Insert the contacts into the fixed part as shown in the document 1SDH001000R0615
Einsetzen der Kontakte in den festen Teil wie in dokument  angegeben1SDH001000R0615
Insérez les contacts dans la partie fixe comme indiqué dans le document 1SDH001000R0615
Inserte los contactos en la parte fija como se muestra en el documento 1SDH001000R0615

1SDH001000R0615将接线端子插入固定部分，参见文档

http://search.abb.com/library/Download.aspx?DocumentID=1SDH001000R0615&Action=Launch
http://search.abb.com/library/Download.aspx?DocumentID=1SDH001000R0615&Action=Launch
http://search.abb.com/library/Download.aspx?DocumentID=1SDH001000R0615&Action=Launch
http://search.abb.com/library/Download.aspx?DocumentID=1SDH001000R0615&Action=Launch
http://search.abb.com/library/Download.aspx?DocumentID=1SDH001000R0615&Action=Launch
http://search.abb.com/library/Download.aspx?DocumentID=1SDH001000R0615&Action=Launch
http://search.abb.com/library/Download.aspx?DocumentID=1SDH001000R0615&Action=Launch
http://search.abb.com/library/Download.aspx?DocumentID=1SDH001000R0615&Action=Launch
http://search.abb.com/library/Download.aspx?DocumentID=1SDH001000R0615&Action=Launch
http://search.abb.com/library/Download.aspx?DocumentID=1SDH001000R0615&Action=Launch
http://search.abb.com/library/Download.aspx?DocumentID=1SDH001000R0615&Action=Launch
http://search.abb.com/library/Download.aspx?DocumentID=1SDH001000R0615&Action=Launch
http://search.abb.com/library/Download.aspx?DocumentID=1SDH001000R0615&Action=Launch


8 E2.2 F - E2.2 W
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E1.2 - XT7M - XT7 - E2.2 W

E2.2 F

E1.2  - XT7M - XT7 F

由客户承担费用

由客户承担费用

由客户承担费用
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安装步骤
 

主页面 --> 菜单 --> 设定 --> 断路器 --> 接地保护 --> 外部环体;
如外部环体已停用，您需要将其启用，随后可访问外部环体菜单，以选择传感器 --> 源接地回路
不可用于 
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