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1SFB536005G5001

A

Björn Johansson

1

10
0-

25
0V

50
/6

0 
Hz

K7

K7

De
fa

ul
t:T

op
 o

f r
am

p

De
fa

ul
t: 

Ru
n

De
fa

ul
t: 

Ev
en

t

Alt. with fuses

F1.1 .2 .3

Soft  Starter
PSTX

4 7 10

K4 K5 K6 Co
m

 3HMI

PSTX30...1250

30 GND

29 +

28 +24V

27 T3

26 T2

25 T1

24 -(A)

23 +(B)

Te
m

p 
In

An
al

og
 o

ut

Com 1

Com 2

Anybus

K7

O/I
2-wire control

K3

Inside Delta

13 Start

22

14 Stop

15 In0

16 In1

17 In2

18 DGND

19 GND

+ 24V

2 5 8 1196 12

21

20

W1

V1

U1
M

K3

2/
T1

1/
L1

4/
T2

3/
L2

6/
T3

5/
L3

W2

V2

U2

1L1 3L2 5L3

6T32T1 4T2

PSTX

5L31L1 3L2

13 Start

14 Stop

20 +24V

3-wire control

EO

EI

EO

EI

Coil consumption for Inside Delta contactor.
Pull-in max 15A
Holding max 1,5A

If the pull-in or holding values are
Higher, the Inside Delta contactor must be controlled via
an auxiliary contactor.
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Updated information textB 161029 BJ

Moved contactor connection due to snubber circuitC 200117 BJ

Moved fuses outside deltaD 231121 BJ


