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1

2
-QA12F1

/10.5

3

4

5

6

I>6A

I>630A Size 2
Bussman 170M5812D

-QA12F1/F2 : AFS265-30-12-13
1SFL547082R1312

3 x 400VAC + N
Ik = 25kA

-Q12M : Safety switch
 OT200KFCC3T
 1SCA022260R5370

Motor, 90 kW
U=400 VAC / Im=160A

1

2
-QA12F2

/10.5

3

4

5

6

100-250V
50/60HZ

K2

PTC / PT100

Θ

Contactors are overdimensioned
to fullfill basic safety principles

-Q12 : PSTX210-600-70
1SFA898112R7000

2TLC010007T0104

-F12 : OS630D03P
1SCA022825R2830

-F10M : S801S-C6-R
         2CCS861002R0064

PWM

OUTPUT OK

OUTPUT Adjust

POWER RESERVE I>IR

L+

-T1A L(+) N(-) PE

L+ L+ L- L- 13 14 I>IR

I>4A

I>6A
-F10A : S801S-C6-R
         2CCS861002R0064

-F10 : S201-C4
         2CDS251001R0044

-T1A : CP-C.1 24/5.0
       1SVR360563R1001

1

2
-F10M

PE

L1

1L1

L2

1L2

L3

1L3-Q12M
/11.3

U1 V1 W1 PE

-M12
3
M

-Q12
/11.5

1L1 3L2 5L3

2T1 4T2 6T3

1

L

2

N

25 26 27

A1

A2
-QA12F1

A1 A2 /10.5

21 /10.2
43 /10.2
65 /10.2

2221 /11.2

A1

A2
-QA12F2

A1 A2 /10.5

21 /10.2
43 /10.2
65 /10.2
1413 /11.6

2122 /11.2

13

14
KF11

/11.0

1

2

3

4

5

6

-F12

1

2
-F10

1

2
-F10A

L1/1.9

L2/1.9

L3/1.9

L1 /

L2 /

L3 /

N /N/1.9

Run1 / 11.5

Run2 / 11.5

10L+ / 11.0

10M / 11.0
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24VDC
(+) (-) CH1

CH1
MODE
CH2ABB Jokab Safety

SSR10SENTRY

Manual reset

TestCH2

E-stop Reset

+24VDC
0VDC

CP1-11L-10
1SFA619100R1114

CE4T-10R-02
1SFA619550R1051

2TLA010050R0000

Safety relay and safety contactors
located in the same cabinet

Emergency stop

K4 K5 K6 Modbus I/O

Anybus

Ramp
Error

CP1-10R-01
1SFA619100R1041

CP1-10G-10
1SFA619100R1012

Stop

Start

CP1-10L-10
1SFA619100R1014

Error reset

CR-S024VADC1CRS
1SVR405541R3110

Run

Run / Ramp / Error
Optional signals intended
for indication lamps or
control system inputs

2TLC010007T0104

A1 A2 T1 R1 T2 R2 X1 X4
-KF11

/10.5
/11.3

-11SH1F -11SH2

4

3 x1

x2

21

22
-QA12F1

/10.5

22

21
-QA12F2

/10.5

13

Start

14

Stop

15

In0

4 5 6 7 8 9 10 11 12

16

In1

17

In2

18

DGND

19

GND

20

+24V

21

+24V

22

FE

23 2429

AO

30

GND

28

+24V

FBP-Q12
/10.2

4

3
-12SH4

13

14
K12A

/11.4

11

12
-12SH1

13

14
-12SH2

A1

A2
-K12A

A1 A2 /11.4

1413 /11.5

13

14
-Q12M

/10.2

23

24
KF11

/11.0

13

14
-QA12F2

/10.5

10L+/10.8

10M/10.8

A1.I12_1 /

A1.I12_2 /Run1/10.6

Run2/10.6

A1.I12_0 /


