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[bookmark: _Toc142030560]Disclaimer
A.	For customers domiciled outside Germany / 
Für Kunden mit Sitz außerhalb Deutschlands
„Warranty, Liability:
The user shall be solely responsible for the use of this products described within this file. ABB shall be under no warranty whatsoever. ABB's liability in connection with application of the products or examples provided or the files included within this products, irrespective of the legal ground, shall be excluded. The exclusion of liability shall not apply in the case of intention or gross negligence. The present declaration shall be governed by and construed in accordance with the laws of Switzerland under exclusion of its conflict of laws rules and of the Vienna Convention on the International Sale of Goods (CISG)."
„Gewährleistung und Haftung:
Der Nutzer ist allein für die Verwendung des in diesem Dokument beschriebenen Produkte und beschriebenen Anwendungsbeispiele verantwortlich.
ABB unterliegt keiner Gewährleistung. Die Haftung von ABB im Zusammenhang mit diesem Anwendungsbeispiel oder den in dieser Datei enthaltenen Dateien - gleich aus welchem Rechtsgrund - ist ausgeschlossen.  Dieser Ausschluss gilt nicht im Falle von Vorsatz oder grober Fahrlässigkeit. Diese Erklärung unterliegt Schweizer Recht unter Ausschluss der Verweisungsnormen und des UN-Kaufrechts (CISG)."

B.	Nur für Kunden mit Sitz in Deutschland
„Gewährleistung und Haftung:
Die in diesem Dokument beschriebenen Anwendungsbeispiele oder enthaltenen Dateien beschreiben eine mögliche Anwendung der AC500 bzw. zeigen eine mögliche Einsatzart. Sie stellen nur Beispiele für Programmierungen dar, sind aber keine fertigen Lösungen. Eine Gewähr kann nicht übernommen werden.
Der Nutzer ist für die ordnungsgemäße, insbesondere vollständige und fehlerfreie Programmierung der Steuerungen selbst verantwortlich. Im Falle der teilweisen oder ganzen Übernahme der Programmierbeispiele können gegen ABB keine Ansprüche geltend gemacht werden.
Die Haftung von ABB, gleich aus welchem Rechtsgrund, im Zusammenhang mit den Anwendungsbeispielen oder den in dieser Datei enthaltenen Beschreibung wird ausgeschlossen. Der Haftungsausschluss gilt jedoch nicht in Fällen des Vorsatzes, der groben Fahrlässigkeit, bei Ansprüchen nach dem Produkthaftungsgesetz, im Falle der Verletzung des Lebens, des Körpers oder der Gesundheit oder bei schuldhafter Verletzung einer wesentlichen Vertragspflicht. Im Falle der Verletzung einer wesentlichen Vertragspflicht ist die Haftung jedoch auf den vertragstypischen, vorhersehbaren Schaden begrenzt, soweit nicht zugleich ein anderer der in Satz 2 dieses Unterabsatzes erwähnten Fälle gegeben ist. Eine Änderung der Beweislast zum Nachteil des Nutzers ist hiermit nicht verbunden.
Es gilt materielles deutsches Recht unter Ausschluss des UN-Kaufrechts."


[bookmark: _Toc142030561][bookmark: _Toc496185161]Introduction
[bookmark: _Toc516839868][bookmark: _Toc517358671][bookmark: _Toc142030562]Scope of the document
This documentation is an addition to the application example AC500_V3_How to use HTTP Library 2.0.0.x.project and gives an overview about the structure of the example, the configuration of the PLC and some other additional hints.
The application example itself is used to demonstrate the usage of the AC500_Http library version 2.0.0.7 and newer.
[bookmark: _Toc516839869][bookmark: _Toc517358672][bookmark: _Toc142030563]Compatibility
The application example explained in this document has been used with the below engineering system versions. They should also work with other versions, nevertheless some small adaptations may be necessary, for future versions.
· AC500 V3 PLC
· Automation Builder 2.6.0 or newer
· AC500_Http library version 2.0.0.8 or newer
· AC500_Tcp library version 0.0.0.8 or newer
	[image: Icon_Hinweis_080828_a]
	Note: This document does not explain the functionalities of the AC500_Http library. To learn more about the library itself, please chick here.


[bookmark: _Toc517358673][bookmark: _Toc142030564]Overview
[image: ]

[bookmark: _Toc142030565]Automation Builder Project
[bookmark: _Toc142030566]Preconditions
· To make use of the HTTPS functionality, the server certificate must be imported in the Certification Store of Automation Builder (View > Security Screen)
[image: ]
	[image: Icon_Hinweis_080828_a]
	Note: 
The application example uses https://httpbin.org as test server. The actual certificate of the server is attached to this application example.



· The PLC clock needs to be set to the actual time. This is required to evaluate the validation time of the Certificate. To set the PLC time via the tab Statistics, Automation Builder needs to be logged in to the PLC.
[image: ]

· If the server is in the internet, the PLC needs to be connected to the internet as well and the Standard Gateway needs to be set accordingly.


[bookmark: _Toc142030567]IP Setting
The application example uses an URL with hostname address of the server. To use hostnames as URL, the IP settings must be set to DHCP.
· For this, please open Automation Builder and click on Tools > IP Configuration
· Scan for your devices and select the ethernet port of your PLC which shall be used for HTTP communication
· Enable DHCP mode for this port and write the configuration with “Send settings”
[image: ]
	[image: Icon_Hinweis_080828_a]
	Note: 
The network requires a router with DHCP server and access to a DNS server.



· Make sure the second ethernet port is in another network range
[image: ]
If no router with DHCP server is available, the standard gateway should be set to access the internet with the PLC:
[image: ]
To resolve the hostnames IP address the windows Command prompt can be used to ping the server. The ping will reply with the servers IP address which then can be used inside the program.
[image: ]
Another possibility is to use the EthDNSResolve function block from the AC500_Ethernet library to resolve the hostname dynamically inside the IEC code.
	[image: Icon_Hinweis_080828_a]
	Note: 
EthDNSResolve is not part of the application example.



[bookmark: _Toc142030568]Library manager
To use the application example, the AC500_Http library version 2.0.0.7 and the AC500_Tcp library version 0.0.0.7 must be installed to your library repository.
[image: ]
	[image: Icon_Hinweis_080828_a]
	Note: 
The libraries are not delivered within Automation Builder installation and needs to be downloaded separately from our internal ABB library.





[bookmark: _Toc142030569]IEC programming structure
For easy use of the application example the program has been divided into two parts – Basic and Advanced:
[image: ]
The folder 02_Utility includes a simple function to convert and map the components error of the AddErrNo output of the function blocks to readable text. The error list is available at the library AC500_Http.CmpErrors.Errors.
[bookmark: _Toc142030570]Basic
As the folder already says, the 02_Basic part contains basic calls of the AC500_Http library.
Each HTTP request function block is coded in a separate PROGRAM in structure text (ST). Additionally, HttpGet request with Basic and Digest authentication as well as the client certificate is provided in Function Block Diagram (FBD).
[image: ]


The visualization of the Basic function block calls provides a simple overview where the request can be triggered by clicking on the SEND button and the response is seen accordingly.
[image: ]
The URL can be modified and the state of the function blocks is displayed on the right.

[bookmark: _Toc142030571]Advanced
The advanced part in the 01_Advanced folder contains one PROGRAM that includes all functionalities of the HTTP Library combined in one:
[image: ]


With the visualization visuAdvancedHttpMain, the functionalities can be tested.
Similar to the basic visualization, the URL can be modified and the request is send out by clicking the buttons.
The following picture shows the additional features that can be used with that example.
[image: ]
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