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Industrial sand cast aluminum 
Form 9 conduit bodies

Sand Cast Aluminum       T&B Industrial Fittings 
Form 9 Conduit Bodies   
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ABB has expanded its line of T&B Fittings 
sand cast aluminum conduit bodies  
to include Form 9 style conduit bodies  
with stamped covers. 

Made of copper-free aluminum alloy, the new Form 9 line is 
available in all the most common styles and trade sizes used in 
the electrical industry. In conjunction with the existing Form 7 
style, ABB now offers a complete sand cast aluminum conduit 
bodies package.

— 
T&B Fittings® sand cast aluminum 
Form 9 conduit bodies
High-level corrosion protection —  
even in extreme environments.

High-performance castings offer a smooth surface inside 
and out. 
T&B Fittings Form 9 sand cast aluminum conduit bodies 
feature no paint on the surface, which over time, could flake 
off and create contamination issues — especially undesirable 
in industries such as food and beverage, pharmaceuticals  
and others.

Stainless steel hardware for additional corrosion protection.
Using stainless steel screws and stainless steel bonded  
sealing washers for stamped covers offers additional 
protection against the devastating effects of corrosion. 
Neoprene is bonded to the stainless steel washer to provide 
sealing and to separate the screw and washer from the  
cover to reduce the risk of galvanic corrosion caused by 
dissimilar metals. 

For added convenience, the stamped covers up to 2" trade size 
come standard with gaskets, screws and washers to reduce 
inventory and the chance of misplacing gaskets. Covers up to 
4" trade size are also optionally available without gaskets for 
customers who prefer to use their own.  

Covers are interchangeable with most competitors’ Form 9 
aluminum covers.

Your one-stop shop for conduit bodies.
ABB offers conduit bodies to suit all your industrial 
applications.
• T&B Fittings Form 7 and Form 9 sand cast aluminum
• T&B Fittings Form 8 stainless steel 
• T&B Fittings Blue-Kote® Form 7 and Form 8 galvanized steel
• Ocal® PVC-coated Form 7 and Form 8 iron and Form 7  

and Form 9 aluminum
• Red Dot® die-cast aluminum
• Carlon® non-metallic (PVC)
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 390SA

—
390GSA

—
GASK1943

—
LB39SA
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—
Salt-fog chamber test results

After more than 500 hours in a salt-fog chamber simulating an accelerated extremely corrosive environment, T&B Fittings Form 
9 sand cast aluminum conduit bodies remain free of corrosion damage, matching primary competitors’ product performance.

—
Product highlights

• Copper-free aluminum alloy (0.2% maximum copper  
content) for conduit bodies and covers provides a high  
level of corrosion protection, pit-free after a minimum  
of 500 hours in salt-fog solution.

• No additional paint eliminates the risk of flaking  
and contamination.

• Stainless steel screws and stainless steel bonded sealing 
washers (standard) on covers further increase protection 
against corrosion.

• Neoprene bonded to the stainless steel washer provides 
sealing and separates the screw and washer from the  
cover to reduce the risk of galvanic corrosion caused by 
dissimilar metals.

• Styles LB, LL, LR, C and T are available in 1⁄2" to 4" sizes, styles 
LU and TB are available in 1⁄2" to 2" sizes and style X is available 
in 1⁄2" to 1" sizes.

• Stamped covers come standard with gaskets and screws (up 
to 2" trade size) to reduce inventory. Covers without gaskets 
are available in all sizes up to 4".

• All covers are interchangeable with main competitors’ 
covers.

Salt Fog Test Results 

 

 

 

After over 500 hrs. in salt fog chamber, simulating an accelerated extremely 
corrosive environment, ABB product remains corrosion damage free, matching 
main competitors’ performance. 

 

Product Highlights 

Copper free aluminum material (0.2% max Cu content) for conduit bodies and covers provides high level 
of corrosion protection, with min. 500 hours in salt fog solution at 5% pit free. 

No additional paint eliminates the risk of flaking and contamination. 

Stainless steel screws and bonded sealing stainless steel washers (standard) on covers further increase 
protection against corrosion. 

Neoprene is bonded to the stainless steel washer to provide sealing and to separate the screw and 
washer from the cover to reduce the risk of galvanic corrosion caused by dissimilar metals. 

Styles LB, LL, LR, C and T are available in ½”-4” sizes and styles LU and TB are available in ½”-2” sizes. 
Style X is available in ½”-1” sizes. 

Covers are stamped and come standard with gaskets and screws (up to 2” trade size) to reduce 
inventory. Covers without gaskets are available in all sizes (up to 4” trade sizes). 

All covers are interchangeable with main competitor’s covers. 

—
ABB product

—
Competitor #1 product

—
Competitor #2 product





B1 copy starts here

B2 copy starts here

B3 copy starts here

6 I N D U S TR I A L S A N D C A S T A LU M I N U M FO R M 9 CO N D U IT B O D I E S

—
Product specifications

—
C Sand cast aluminum Form 9 conduit bodies

Cat. no.
Hub size 

(in.)

Dimensions (in.)

Cu. in.
Std. pkg. 

qty. UPC no.A B C D E

C19SA   1⁄2" 5.858 1.5 1.392 1.018 3.307 4.5 25 786210219943

C29SA   3⁄4" 6.48 1.78 1.56 1.186 3.898 7.5 25 786210219950

C39SA 1"      7.578 1.975 1.756 1.382 4.559 11.5 20 786210219967

C49SA 11⁄4" 8.593 2.315 2.2 1.826 5.197 22.3 20 786210219974

C59SA 11⁄2" 9.238 2.8 2.5 1.788 5.892 34 10 786210219981

C69SA 2"      11.578 3.56 3.189 2.349 8.11 80.0 10 786210219998

C789SA 21⁄2" 15.522 4.575 5.04 4.29 10.827 212 1 786210220000

C889SA 3"      15.68 4.575 5.04 4.29 10.827 216 1 786210220017

C989SA 31⁄2" 18.452 5.535 6.338 5.538 13.438 408 1 786210220024

C1089SA 4"      18.498 5.535 6.339 5.538 13.438 440 1 786210220031

A

B CD

E

Diagrams

—
LL Sand cast aluminum Form 9 conduit bodies

Cat. no.
Hub size 

(in.)

Dimensions (in.)

Cu. in.
Std. pkg. 

qty. UPC no.A B C D E

LL19SA   1⁄2" 5.034 1.5 2.213 1.018 3.28 4.5 25 786210220147

LL29SA   3⁄4" 5.64 1.78 2.4 1.186 3.898 7.5 20 786210220154

LL39SA 1"      6.569 1.975 2.765 1.382 4.55 11.5 25 786210220161

LL49SA 11⁄4" 7.564 2.315 3.229 1.826 5.197 22.3 20 786210220178

LL59SA 11⁄2" 8.591 2.8 3.529 2.126 5.906 34 20 786210220185

LL69SA 2"      10.714 3.56 4.234 2.349 8.11 80.0 10 786210220192

LL789SA 21⁄2" 13.961 4.575 6.601 4.29 10.827 212 1 786210220208

LL889SA 3"      14.04 4.575 6.68 4.29 10.827 216 1 786210220215

LL989SA 31⁄2" 16.563 5.535 8.04 5.577 13.437 408 1 786210220222

LL1089SA 4"      16.774 5.535 8.063 5.577 13.438 440 1 786210220239

A

B

C

E

D

Diagrams



7

—
LB Sand cast aluminum Form 9 conduit bodies

Cat. no.
Hub size 

(in.)

Dimensions (in.)

Cu. in.
Std. pkg. 

qty. UPC no.A B C D E

LB19SA   1⁄2" 5.034 2.231 1.392 1.018 3.307 4.5 25 786210220048

LB29SA   3⁄4" 5.64 2.62 1.56 1.186 3.898 7.5 20 786210220055

LB39SA 1"      6.569 2.984 1.756 1.382 4.55 11.5 10 786210220062

LB49SA 11⁄4" 7.767 3.344 2.2 1.826 5.197 22.3 20 786210220079

LB59SA 11⁄2" 8.209 3.829 2.5 2.1 5.906 34 10 786210220086

LB69SA 2"      10.533 4.605 3.228 2.388 7.941 80.0 10 786210220093

LB789SA 21⁄2" 13.961 6.011 5.04 4.29 10.827 212 1 786210220109

LB889SA 3"      14.04 6.215 5.04 4.29 10.827 216 1 786210220116

LB989SA 31⁄2" 16.751 7.236 6.339 5.576 13.437 408 1 786210220123

LB1089SA 4"      16.774 7.259 6.339 5.573 13.438 440 1 786210220130

A

B C D

E

Diagrams

—
LR Sand cast aluminum Form 9 conduit bodies

Cat. no.
Hub size 

(in.)

Dimensions (in.)

Cu. in.
Std. pkg. 

qty. UPC no.A B C D E

LR19SA   1⁄2" 5.034 1.5 2.213 1.018 3.28 4.5 25 786210220246

LR29SA   3⁄4" 5.64 1.78 2.4 1.186 3.898 7.5 20 786210220253

LR39SA 1"      6.569 1.975 2.765 1.382 4.55 11.5 25 786210220260

LR49SA 11⁄4" 7.564 2.315 3.229 1.826 5.197 22.3 20 786210220277

LR59SA 11⁄2" 8.591 2.8 3.529 2.126 5.906 34 20 786210220284

LR69SA 2"      10.714 3.56 4.234 2.349 8.11 80.0 10 786210220291

LR789SA 21⁄2" 13.961 4.575 6.601 4.29 10.827 212 1 786210220307

LR889SA 3"      14.04 4.575 6.68 4.29 10.827 216 1 786210220314

LR989SA 31⁄2" 16.563 5.535 8.04 5.577 13.437 408 1 786210220321

LR1089SA 4      16.774 5.535 8.063 5.577 13.438 440 1 786210220338

A

B

C

E

D

Diagrams

—
Product specifications

PR O D U C T SPECIFI C ATI O NS
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—
Product specifications

—
LU Sand cast aluminum Form 9 conduit bodies

Cat. no.
Hub size  

(in.)

Dimensions (in.)

Radius Cu. in.
Std. pkg. 

qty. UPC no.A B C D E

LU19SA   1⁄2 6.21 2.701 1.5 1.018 3.28 4.415 5.3 25 786210220352

LU29SA   3⁄4 6.97 3.047 1.698 1.186 3.898 4.92 8.0 20 786210220369

LU39SA 1      8.276 3.651 2.02 1.445 4.559 6.143 14.0 10 786210220376

LU49SA 11⁄4 9.902 4.266 2.362 1.826 5.29 7.666 30.8 10 786210220383

LU59SA 11⁄2 10.256 5.127 2.609 2.126 5.906 8.214 41.0 10 786210220390

LU69SA 2      13.968 6.153 3.421 2.815 7.941 8.5 97.0 10 786210220406

A

BC D

E

F

Diagrams

—
T Sand cast aluminum Form 9 conduit bodies

Cat. no.

Hub
size  
(in.)

Dimensions (in.)

Cu. in.
Std. pkg. 

qty. UPC no.A B C D E

T19SA   1⁄2 5.958 1.775 2.393 1.078 3.307 6.3 20 786210220413

T29SA   3⁄4 6.455 2 2.591 1.185 3.925 9.3 10 786210220420

T39SA 1      7.578 2.275 2.765 1.382 4.559 14.0 10 786210220437

T49SA 11⁄4 8.593 2.315 3.229 1.826 5.197 22.0 20 786210220444

T59SA 11⁄2 9.243 2.8 3.529 2.126 5.906 34.8 10 786210220451

T69SA 2      11.578 3.56 4.234 2.815 8.11 80.5 10 786210220468

T789SA 21⁄2 15.522 4.575 6.601 4.25 10.827 175 1 786210220475

T889SA 3      15.68 4.575 6.68 4.25 10.827 236 1 786210220482

T989SA 31⁄2 18.452 5.535 8.04 5.539 13.437 435 1 786210220499

T1089SA 4      18.498 5.535 8.063 5.539 13.438 450 1 786210220505

A

B

C

D

E

Diagrams
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—
TB Sand cast aluminum Form 9 conduit bodies

Cat. no.
Hub size  

(in.)

Dimensions (in.)

Cu. in.
Std. pkg. 

qty. UPC no.A B C D E

TB19SA   1⁄2 5.958 2.596 1.556 1.018 3.307 6.3 5 786210220512

TB29SA   3⁄4 6.6 2.84 1.715 1.186 3.898 9.3 5 786210220529

TB39SA 1      7.644 3.284 1.756 1.382 4.559 14.0 2 786210220536

TB49SA 11⁄4 8.788 3.344 2.2 1.826 5.197 22.0 2 786210220543

TB59SA 11⁄2 9.996 3.604 2.5 1.784 5.883 34.8 2 786210220550

TB69SA 2      11.578 4.605 3.189 2.815 8.11 80.5 2 786210220567

A
B

CD

E

Diagrams

—
X Sand cast aluminum Form 9 conduit bodies

Cat. no.

Hub
size  
(in.)

Dimensions (in.)

Cu. in.
Std. pkg. 

qty. UPC no.A B C D E

X19SA   1⁄2 5.958 1.775 3.094 1.018 3.28 6.3 10 786210220574

X29SA   3⁄4 6.61 2 3.37 1.186 3.898 9.3 10 786210220581

X39SA 1      7.578 2.275 3.774 1.382 4.559 14.0 10 786210220598

A
B

C
D

E

Diagrams

—
Product specifications

PR O D U C T SPECIFI C ATI O NS
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— 
Gaskets for Form 9 sand cast aluminum conduit bodies

Cat. no.  Trade size (in.)

Dimensions (in.)
Std. pkg. qty. UPC no.Length (A) Width (B) Thickness (C)

GASK1941 1⁄2 4.213 1.392 0.06 50 786210220710

GASK1942 3⁄4 4.8 1.56 0.06 50 786210220727

GASK1943 1 5.56 1.756 0.06 50 786210220734

GASK1944 11⁄4 6.535 2.2 0.06 50 786210220741

GASK1945 11⁄2 7.18 2.5 0.06 50 786210220758

GASK1946 2 9.488 3.189 0.06 50 786210220765

GASK808N 21⁄2–3 12.4 5.04 0.06 50 786210220772

GASK809N 31⁄2–4 15.05 6.339 0.06 50 786210220789

—
Stamped covers for Form 9 sand cast aluminum conduit bodies

Cat. no.  Trade size (in.)

Dimensions (in.)
Std. pkg. qty. UPC no.Length (A) Width (B) Thickness (C)

190SA 1⁄2 4.213 1.392 0.225 250 786210220604

290SA 3⁄4 4.8 1.56 0.225 100 786210220611

390SA 1 5.56 1.756 0.225 100 786210221205

490SA 11⁄4 6.535 2.2 0.225 100 786210221212

590SA 11⁄2 7.18 2.5 0.35 100 786210220628

690SA 2 9.488 3.189 0.4 50 786210220635

889SA 21⁄2–3 12.4 5.04 0.665 5 786210221229

989SA 31⁄2–4 15.05 6.339 0.76 5 786210220642

190GSA 1⁄2 Cover with gasket 250 786210220659

290GSA 3⁄4 Cover with gasket 100 786210220666

390GSA 1 Cover with gasket 100 786210220673

490GSA 11⁄4 Cover with gasket 100 786210220680

590GSA 11⁄2 Cover with gasket 100 786210220697

690GSA 2 Cover with gasket 50 786210220703

Note: Covers include stainless steel screws and washers.

—
Product specifications

Diagrams

Diagrams
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—
Notes

PR O D U C T SPECIFI C ATI O NS , N OTE S
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© Copyright 2020 ABB Installation Products Inc.. All rights reserved. 
Specifications subject to change without notice.

—
ABB Installation Products Inc. 
Electrification Business
860 Ridge Lake Blvd.
Memphis, TN 38120 

tnb.abb.com


