
 Technical Hint  

 RS232 extension cable 09.10.07 
 
 
Introduction: 
The RS232 interface is a serial communication which is used in several drives. The 
following DC drives use this connection: 

• DCS400 (DriveWindow light) 
• DCS800 (DriveWindow light, CoDeSys, FDT-Tool) 

 
It isn’t allowed to use several programs simultaneously which use the same RS232 
connection! 
 
 
Cabling: 
The cable between the drive and the pc must have the minimum connectors from 
figure 1. It is a customary 1:1 connection with a male and a female connector. There 
is no problem if all pins are connected! 
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   Fig. 1: Cabling 
 
Pin Description 
1 Not connected 
2 TxD 
3 RxD 
4 Not connected 
5 SGND Signal ground 
6…9 Not connected  

Signal level: RS232 (+12V/-12V) 
Data format: UART 
Message format: Modbus-Protocol 
Transmission method: Half-duplex 
Baudrate: 38400 baud 
Number of data bits: 8 
Number of Stop bits: 1 
Parity-Bit: odd  

Fig. 2: Pin assignment of RS232-
Port  

Fig. 3: Default settings of this interface 

 
 
Communication settings: 
The communication settings depends on the used drive and must be configured in 
the software tools. Find out the necessary settings for the communication in the 
manuals! 
 
 
Attention: 
Maximum cable length for RS232 connections is 10 meters. 


