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Test button

Operating Toggle

10 mm2

I > In

TEST
- Ogni sei mesi
- Every six months
- Halbjährlich
- tous les 6 mois
- cada seis meses
- om de 6 maanden
- var sjätte måned
- hver sjette måned
- каждые 6 месяцев
- κάθε 6 μήνεςµ
- Odata la 6 luni
-
-
-
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SCALA
SCALE

I materiali impiegati, inclusi (se presenti) componenti di acquisto, rivestimenti, vernici,
inchiostri e materiali di apporto alle operazioni di assemblaggio (es. saldature), devono
essere conformi alla direttiva RoHS 2011/65/UE e successive modifiche, sulla limitazione
dell'impiego di sostanze pericolose, e soddisfare i requisiti richiesti in particolar modo
negli allegati II - III - IV della medesima direttiva.

The materials used, including (if any) purchased components, coatings, paints, inks and support
materials for any assembly operation, shall comply with RoHS directive2011/65/UE, as amended,
on the restriction of certain hazardous substances, and shall fulfill the requirements required
in particular in Annexes II - III - IV of the same Directive.
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C0 15.03.201221206 Colombo Introdotta tolleranza +/- 0,5 mm su tutte le quote (fog_1_3)Bottini Patruno

E4 30.03.20222MB15497 aggiornamenti graficiChiaravalli
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MelziPassarella

SCATOLA RCBO 1P+N 1M

1,2 Nm10 mm


