
1.  De-energize the system. 
2.  Select the location where the SPD and 

flush-mount kit will be mounted. (Mount 
the SPD as close as possible  to the panel 
or equipment to ensure the leads are as 
short as possible).

3.  Place the flush-mount kit plate where it 
will be mounted and trace the center SPD 
cutout on the flush plate. 

4. Cut the general shape into the mounting 
surface. (Cut hole large enough to 
accommodate installation but ensure 
flush plate provides full coverage and  
can be secured to mounting surface.)  

5. Attach the flush-mount plate to the  
SPD using flush plate locking tabs.

6. Insert the SPD into the wall and install per 
installation instructions included with 
SPD. Take care not to drop SPD into wall.

7. Secure the flush plate to the mounting 
surface using appropriate ¼" drywall 
screws (not included).

8. Re-energize the system.

WARNING

Installation by persons with 
electrotechnical expertise only.

— 
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OVRHR — Surge Protective Device (SPD)
Flush-mount plate installation
Plaque pour montage encastré
Placa de montaje empotrado 
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OPERATION 
 

LED Operation 
Each SPD contains 1 green LEDs per phase shown in the appropriate voltage configuration. When the 
LEDs are green complete protection is present. Upon MOV stack failure the LED corresponding to the 
failed mode will extinguish. 

 

MAINTENANCE 
SPDs require minimal maintenance. We recommend periodic inspection of diagnostic indicators to 
ensure proper operation. We also recommend keeping the SPD clean as appropriate. 

 
Troubleshooting & Service 
Please contact us for any service related issues. 
 
 
The info below will be on a separate manual   
 
 
Flush Mount Installation Instructions  

1. Select the location where the SPD and Flush Mount Kit will be mounted. Aesthetics may have to 
be sacrificed in order to achieve maximum surge protection. 

2. Place the Flush Mount Kit plate where it will be mounted and trace the center SPD cutout on the 
flush plate.  

3. Cut this general shape into the mounting surface. (Note Hole may need to be larger to 
accommodate installation. Do not make hole larger than the plate can cover.   

4. Attach the Flush mount plate to the SPD using flush plate locking Tabs. 
5. BE CAREFUL TO NOT DROP THE SPD INTO THE WALL. 
6. Install the SPD per I/O manual. 
7. Secure the flush plate to the mounting surface using appropriate ¼” drywall screws. (Not included) 

 
Flush Mount Plate 
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1.  De dynamiser les systèmes.
2. Placez la plaque du kit de montage 

encastré à l’endroit où il sera monté  
et tracez la découpe centrale du SPD  
sur la plaque encastrée. 

3. Découpez cette forme générale dans  
la surface de montage (notez qu’il est 
possible que le trou doive être plus grand 
pour permettre l’installation. Ne faites 
pas le trou plus grand que ce que la plaque 
peut couvrir).  

4. Fixez la plaque de montage encastré  
au SPD à l’aide des languettes de 
verrouillage de la plaque encastrée.

5. VEILLEZ À NE PAS FAIRE TOMBER LE SPD 
DANS LE MUR.

6. Installez le SPD conformément au manuel 
de l’IOM.

7. Fixez la plaque encastrée à la surface de 
montage à l’aide de vis à placoplâtre ¼" 
appropriées (non incluses).

8.  Réactiver les systèmes.

AVERTISSEMENT!

lnstallation uniquement par des 
personned qualifiées électrotechnique.

1.  Desarmar los sistemas.
2. Coloque la placa del kit de montaje 

empotrado donde se montará y trace  
el recorte central del DPS en la placa 
empotrada. 

3. Corte esta forma general en la superficie 
de montaje. Nota: es posible que el 
orificio tenga que ser más grande para 
permitir la instalación. No haga el agujero 
más grande de lo que pueda cubrir la 
placa.  

4. Fije la placa de montaje empotrado al DPS 
utilizando las lengüetas de bloqueo de la 
placa empotrada.

5. TENGA CUIDADO DE NO DEJAR CAER  
EL DPS CONTRA LA PARED.

6. Instale el DPS según se indica en el  
manual IOM.

7. Fije la placa de empotrar a la superficie de 
montaje con los tornillos adecuados de ¼" 
para tabiquería seca. (No incluidos)

8.  Reactivar los sistemas.

¡ADVERTENCIA!

La instalación deberá ser realizada 
únicamente por electricistas 
especializados.


