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NOTES:
1. WARNING:  This drawing does not illustrate 

completely the installation methods required 
for hazardous locations. Prior to any 
installation in a Classified Hazardous Location, 
verify installation methods by the Control 
Drawing referenced on the product’s name tag 
and national and local codes.

REF:2100182, 2100551

6490 Flow Computer, RTU

(7) Holes for .50 NPT CORD 
Connector (.875" / 2.22 cm)

PCCU Connector

14.00"
35.56 cm

10.269"
26.083 cm

(12.55")
(31.877 cm)

11.52"
29.26 cm

14.81"
37.617 cm

XRCG4

10.82"
27.48 cm

(5.20")
(13.20 cm)
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NOTES:
1. WARNING:  This drawing does not illustrate 

completely the installation methods required 
for hazardous locations. Prior to any 
installation in a Classified Hazardous Location, 
verify installation methods by the Control 
Drawing referenced on the product’s name tag 
and national and local codes.

REF: 2100155-023

6790 Flow Computer, RTU

(3) Holes for .50 NPT Cord 
Connector (.875" / 2.22 cm)

13.70"
34.798 cm

PCCU Connector

18.80"
47.75 cm

.641" / 1.628 cm

.703"
1.785 cm

(13.69")
(34.77 cm)
13.25"

33.655 cm

(15.10")
(38.35 cm)

(2) Holes for .75 NPT Cord 
Connector (1.06" / 2.692 cm)

XRCG4

(13.00")
(33.02 cm)

(5.20")
(13.20 cm)

(2) RF Conn Type N
(0.641")

18.00"
45.72 cm
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NOTES:
1. WARNING:  This drawing does not illustrate 

completely the installation methods required 
for hazardous locations. Prior to any 
installation in a Classified Hazardous Location, 
verify installation methods by the Control 
Drawing referenced on the product’s name tag 
and national and local codes.

REF: 2100552-001

6890 Flow Computer, RTU

PCCU Connector (20.09")
(51.028 cm)

18.70"
47.498 cm

28.81"
73.177 cm

15.52"
39.42 cm

(.65")
(1.651 cm)

28.00"
71.12 cm

(2) Holes for .50 NPT Cord 
Connector (.875" / 2.22 cm)

XRCG4

18.00"
45.72 cm

(2) 2.5" Holes
(6.35 cm)

(2) RF Conn Type N
(0.641")
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NOTES:
1. WARNING:  This drawing does not illustrate 

completely the installation methods required 
for hazardous locations. Prior to any 
installation in a Classified Hazardous Location, 
verify installation methods by the Control 
Drawing referenced on the product’s name tag 
and national and local codes.

REF: 2102435, 2102238, 2102239

6990 Rack Mount (Dual XRC Unit shown)

10.0"
25.4 cm

17.0"
43.18 cm

19.0"
48.26 cm

(10.5")
(26.67 cm)

7.5"
19.05 cm

5.25"
13.335 cm

2.25"
5.715 cm

1.48"
3.759 cm 0.422"

1.07 cm

PCCU Connectors

XRCG4
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NOTES:
1. WARNING:  This drawing does not illustrate 

completely the installation methods required 
for hazardous locations. Prior to any 
installation in a Classified Hazardous Location, 
verify installation methods by the Control 
Drawing referenced on the product’s name tag 
and national and local codes.

REF: 2100934-002, 2100919

LMC7100 LevelMaster

10.82"
27.48 cm

(5.20")
(13.20 cm)

(4) Holes for .50 NPT CORD 
Connector (.875" / 2.22 cm)

PCCU Connector

14.88"
37.795 cm

11.59"
29.438 cm

(10.276")
(26.101 cm)

(14.00")
(35.56 cm)

LMC7100
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