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Issued to:  ABB France 

ACTIVITE PROTECTION ET CONTROL 
3 RUE JEAN PERRIN, CS90009 
69687 CHASSIEU CEDEX FRANCE 

   

This certificate confirms that 

representative samples of 

 MOTOR CONTROLLERS, MAGNETIC 

See Addendum Page. 
   

  Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate.  

   

Standard(s) for Safety:  UL60947-4-1 & CSA C22.2 NO 60947-4-1, Low-Voltage 
Switchgear and Controlgear  Part 4-1: Contactors and 
motor-starters  Electromechanical contactors and motor-
starters 
UL60947-1 & CSA C22.2 NO 60947-1, LOW-VOLTAGE 
SWITCHGEAR AND CONTROLGEAR - PART 1: 
GENERAL RULES 

Additional Information:  See the UL Online Certifications Directory at  
https://iq.ulprospector.com  for additional information. 

 
 

 
This Certificate of Compliance does not provide authorization to apply the UL Mark.  Only the UL Follow-Up 
Services Procedure provides authorization to apply the UL Mark. 
 
Only those products bearing the UL Mark should be considered as being UL Cer
Follow-Up Services.  
 
Look for the UL Certification Mark on the product. 
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
USL, CNL, Magnetic motor controllers. Across-the-line reversing and non-reversing contactors for use 
in industrial applications, open type -  
 
  Cat. Nos. AF09, AF12, AF16, may be followed by Z, may be followed by B, followed by -30, 
may be followed by 01, 10, or 22, may be followed by L, followed by 2 digits. 
 
  Cat. Nos. AF09, AF12, AF16, may be followed by Z, may be followed by B, followed by -30, 
may be followed by 01, 10, or 22, may be followed by L, followed by S, followed by 2 digits. 
 
Cat. Nos. AF09, AF12, AF16, may be followed by Z, may be followed by B, followed by -30, may be 
followed by 01, 10, or 22, may be followed by L, followed by K, followed by 2 digits. 
 
  Cat. Nos. AFC09, AFC12, AFC16, may be followed by B, followed by -30, may be followed by 

01, 10, or 22, may be followed by L, followed by 2 digits. 
 Cat. Nos. AF26, AF30, AF38, may be followed by Z, may be followed by B, followed by -30, 
may be followed by 00, 11, or 22, may be followed by L, followed by 2 digits. 
 
Cat. Nos. AF26, AF30, AF38, may be followed by Z, may be followed by B, followed by -30, may be 
followed by 00, 11, or 22, may be followed by L, followed by K, followed by 2 digits. 
 
 Cat. Nos. AFC26, AFC30, AFC38, may be followed by B, followed by -30, may be followed by 
00, 11, or 22, may be followed by L, followed by 2 digits. 
 
 Cat. Nos. AF09R, AF12R, AF16R, AF26R, AF30R, AF38R. 
 Cat. Nos. AF09M, AF12M, AF16M, AF26M, AF30M, AF38M. 
 Cat. Nos. AF09N00, AF12N0, AF26N1. 
 
 Cat. Nos. AFC09R, AFC12R, AFC16R, AFC26R, AFC30R, AFC38R. 
 Cat. Nos. AFC09M, AFC12M, AFC16M, AFC26M, AFC30M, AFC38M. 
 Cat. Nos. AFC09N00, AFC12N0, AFC26N1. 
 
Cat. Nos. AFS09, AFS12, AFS16, AFS26, AFS30, AFS38, may be followed by Z, followed by -30, may 
be followed by -04, -05, -13, -14, -22, -23, -31 or -32, followed by 2 digits. 
 
Cat. AF09 may be followed by z, followed by -30, followed by 40, followed by S, followed by 2 digits. 
 
USL, CNL  - Listed Accessories for use with contactor AF26 to AF38-30 
Feeder Bus Bar Assembly Terminals Cat. No. S1-M3-35 
 
USL, CNL  - Cat. Nos. AF20,  may be followed by Z, followed by -30, followed by 00, followed by L, 
may be followed by K, followed by 2 digits. 


